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      TSS  TP  TN 
 Watershed   Cover Area  % IC   Annual   Annual   Annual  
   AC    Load 'L'  Load 'L'  Load 'L' 
       #/year    #/year    #/year  
Heritage Way  18.0  0.17  3,567  14 78 
Colonial Way & Liberty Lane  28.9  0.19  6,236  21 185 
Total  0.18  9,803  35  264 
Reduction Target  0.10  3,393  14 75 
Achieved  0.004  203  0.8  0 



































The  Impervious  Cover Model  (ICM) was  first  proposed  in  1994  by  Tom  Schueler  and  the  Center  for 
Watershed Protection.  It was first introduced as a management tool to diagnose the severity of future 
stream problems in urban and urbanizing watersheds. Since its introduction the ICM has been adapted 
as a  surrogate  for  impaired water attainment.   Numerous watershed  studies  throughout  the  country 
have  correlated  the  percentage  of  IC  to  the  overall  health  of  a  watershed  and  its  ability  to  meet 
designated uses.  According to studies, it is reasonable to rely on the surrogate measure of percent IC to 
represent  the  combination of pollutants  that  can  contribute  to  aquatic  life  impacts.   Without a  total 
maximum daily  load assessment  for a watershed a general target related to the  ICM  is 10 % Effective 
Impervious Cover (EIC).  That is if IC in a watershed can be disconnected through treatment through an 
appropriately sized BMP it can be removed from the EIC. 
Based on  the  implementation within Brickyard Pond Watersheds  for 2013 an  IC disconnection  rate of 
0.72% was achieved for 0.21 acres of drainage area within the Colonial Way & Liberty Lane Watersheds 
(0.45% reduction for the entire Marshall Farms watershed).  At this rate of implementation, and barring 
any other  IC  increase  in the watershed, an EIC target of 10% could be achieved by the year 2032 (see 



































































Location Drainage Impervious  Runoff Annual Annual Effluent  Annual PL Annual Effluent  Annual PL
(Land Use) Area 'A' Area 'Ia' Coefficient 'Rv' Runoff 'R' Load 'Li' Load 'Le" Removed Load 'Li' Load 'Le" Removed
Acre % inches #/year #/year #/year #/year #/year #/year
18.00 0.17 0.203 8.77 3567 14.27
28.90 0.19 0.221 9.55 6236 24.94
18.00 0.10 0.140 6.05 2460 9.84
28.90 0.10 0.140 6.05 3950 15.80
3393 14
9 Colonial Way ‐ Residential Raingarden 0.088 0.95 0.905 39.10 77.7 0.51 77.2 0.31 0.01 0.30
10 Colonial Way ‐ Residential Raingarden 0.319 0.39 0.405 17.48 126.2 0.82 125.4 0.50 0.02 0.49
0.407 203.9 1.3 202.6 0.82 0.03 0.79
6% 6%Percent of reduction target
BMP Description
















































































































































































































































































































































Sample Analysis  Short  Method Reference ARA* Cost ($) WRRC* Cost ($)
Nitrate  NO3  E300.0A 6 10 (6) 
Nitrite  NO2  SM4500NO2B 6 Mixed w/ NO3
Ammonia as N  NH3  SM4500NH3‐D 20 10 (6) 
Total Kjeldahl Nitrogen  TKN  ASTM359002A 20 21 (7) 
Total Nitrogen  TN  NO3+NO2+NH3+TKN No Cost  Mixed w/ TP
Phosphate  PO4  E365.1 20 10 (6) 
Total Phosphorous  TP  E365.3 18 43 (14) 
Total Suspended Solids  TSS  SM2540D 12  
TOTAL      112 94 (46) 
*ARA is Absolute Resource Associates in Portsmouth, NH 
** WRRC is NH Water Resource Research Center located on UNH‐Durham campus. Numbers in parenthesis are reduced costs 
when there are more than 20 samples.   
 
 
 
